











Absolute
freedom of movement

Cordless and safe:
Entran is an easy-to-use
endodontic system that is
safe and effective in use.

Entran

Precise, fast and efficient
preparation of the root canal
with 360° rotation.

The extremely small head
enlarges the field of vision and
offers the best possible access
to the treatment site.

The autoreverse and autoforward
modes with automatic safety stop
minimize the risk of file breakage.

The LED control ring lights
up when over 75 % of the set
torque is reached.

Ergonomically shaped drive
handpiece for comfortable
and fatigue-free working.

The contra-angle attachment can
be attached to the drive handpiece
as required. This means flexible
handle positions during treatment.
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Ideal for
use with hand files

Fast, efficient and convenient.
The Endea Endo Cursor supports
your work with proven hand files,
except that it is motorized.

It makes your work significantly
faster and virtually fatigue-free.

Endea
Endo Cursor

60°

=

Stainless steel hand files
Root canal preparation with
60° rotary file motion.

Small head and slim shape
Excellent view with optimum
access to the treatment site,
particularly in the molar region.
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Contra-angles specially
for nickel-titanium files

Versatile, precise and practical.

The Endea and Endo NiTi contra-angles
guarantee the best possible access to the
treatment site and have been specially
designed for efficient working with highly
elastic nickel-titanium files.

Endea

Endo NiTi

—
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Nickel-titanium files
Precise, fast and efficient
preparation of the root canal
with 360° rotation.

Shortened file shafts

They reduce the overall working
height and simplify access,
particularly to the posterior region
of the oral cavity.

Very high quality

The extremely durable
contra-angles are an example
of reliability and are particularly
quiet in operation.

Extremely small head

Endea, with its extremely small
head, offers even better access
to the treatment site.

Fully ball bearing mounted
The extremely durable

steel ballbearings in the Endea
ensure precise transmission of
speed to the file.
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Entran

Battery type:
Battery voltage:
Rated capacity:

Speed at root canal instrument:

Torque stages:

Weight:

Transmission ratio:
Coupling system:

Recommended root canal instruments
according to EN ISO 1797-1:1995:

Weight:

Hygiene:

Mains voltage:

Permissible voltage fluctuation:
Frequency:

Rated current:

Power:

Weight:

Li-ion
3.7V
680 mAh

300 min'

05/1.0/1.5/2.5/4.0 Nem
859

16:1
W&H coupling

Files for rotary root canal preparation at 300 min'
with a shaft diameter of @ 2.35 mm

35¢g

thermo washer disinfectable / sterilizable

100-240V
+10 %
50 - 60 Hz
0.08-0.12 A
5W
3459

Endea Endo Cursor

0297 Mm

Transmission ratio:

Recommended root canal instruments:

Max. motor speed:
Connection diameter:

Coupling system:

Endea

fuy

C€ 135°]
0207 LN LS8

Transmission ratio:

Recommended root canal instruments
according to EN ISO 1797-1:1995:

Connection diameter:

Coupling system:

Endo NiTi

| [135C

C€ %] 5

Transmission ratio:

Recommended root canal instruments
as per EN ISO 1797-1:1995:

Connection diameter:

Coupling system:

4:1
Hand root canal instruments @ 3.6 -4 mm
6,000 min”'
20 mm

Motors with ISO connection according to ISO 3964 (DIN 13.940)

16:1 2:1

Nickel-titanium files, suitable for 360° rotation,
shaft diameter 2.35 mm (type 1)

20 mm

Motors with ISO connection according to ISO 3964 (DIN 13.940)

70:1 128:1

Nickel-titanium files, suitable for 360° rotation,
shaft diameter 2.35 mm (type 1)

20 mm

Motors with ISO connection according to ISO 3964 (DIN 13.940)
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