











Everything in view -
everything under control

Your work is complex enough, at least
the controls can be simple: All Perfecta
models are therefore available with
uncomplicated operating controls. You
can control all functions and with the
Perfecta 900 switch between the two
handpieces. The large, legible display
shows the current speed. The maximum
speed is set with the speed control in the
centre of the operating controls.

The operating controls -
lhre Vorteile

Perfect control -
In the model of your choice

In the »Bistable« mode you
automatically start at the speed
you specify. In the »Speed control
operation« mode the current
speed is automatically saved and
maintained after two seconds

of operation.

A press of the button switches
between the high-speed handpiece
and the motor handpiece when
using the Perfecta 900. This means
that you only need one device for
effective machining of all materials.

--

Table control unit Knee control unit Foot control unit
Start the motor, control the Control the speed and activate Activate the integrated air-jet
speed and activate the the integrated air-jet function function,control the speed
integrated air-jet function with with your knee. and switch between clockwise/
the foot-operated starter. anti-clockwise rotation with

the foot control.




The Perfecta family

Table control unit

Knee control unit

Foot control unit (Perfecta 300 / Perfecta 600)
Table control unit (Perfecta 900, as knee control
unit includes knee lever no. 8)

Operating controls

Foot-operated starter

Button for integrated air-jet function

Knee lever for integrated air-jet function
Motor handpiece (optional for Perfecta 900)
»E-type« motor with ISO connection
(optional for Perfecta 300 only)

High-speed handpiece

Coolant tank (400 ml, Perfecta 900 only)

Perfecta accessories

The high-speed handpiece can be
__“I"l connected to virtually any milling
' machine with the milling device
adaptor. This allows accurate

parallel operation and you create
perfectly milled constructions.

There is a useful tool kit and
cleaning kit in the handpiece
holder. You can easily service
and clean your motor
handpiece yourself.

Everything in view at all times:
You can mount the operating
controls on the wall, the table or
the wall-mounted shelf with the
adjustable wall bracket.

The technical handpiece 945 makes corrections,
adjustments and reworking of dentures and dental
control apparatus quick and efficient. The handpiece
also fits any motor with an ISO connection.




Technical data

q3

Motor handpiece with 5.5 Ncm, 1,000 - 40,000 min' - -
Motor handpiece with 7.8 Ncm, 1,000 - 50,000 min' -
High-speed handpiece with 0.7 Ncm, 5,000 - 100,000 min-’ - -

Brushless motor

Integrated air-jet function -
Automatic programs: Bistable / Speed control operation /- / /

Clockwise and anti-clockwise operation

Table control unit with foot-operated starter /
knee control unit / foot control unit

External operating controls (optional for foot control unit)

»E-type« motor with 1ISO coupling, 5.5 Ncm, 1,000 — 40.000 U/min! - -

24 months

Standard equipment
optional

— not available

More details at wh.com

Pictures are for illustrative purposes only.
Additional equipment and accessories
shown are not included as standard
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